FERRO
GILAN COMPLEX

FERRO GILAN COMPLEX




FERRO
GILAN COMPLEX

| ! BS SAE/AISI | ASTM
Application
(1449)
Drawing
&
Deep Drawing HR37/23

(17172) (3132)
Re-Rolling StE290

StE320 idaisd

(17100) ( (10025) (3694)

Auto Chassis Fe310
( S235IR HotRalled
RSt372-3 10 e36( $235JRG2 ,
E24/234 | 40/ABCDE : ' 523510

A N e e gl =




FERRO
GILAN COMPLEX

{G31086)

Pipes
and
Profiles
S 490/AB
SMS520/B/C

{17155)
HI
Pressure
Vessels

SM400/A-B-C

1010

(4360) 1015-1016
1018-1019
43A A2 -B-C
1010
50/A-B-C-D-D1 _
1015-1016
1018-1019
1017-1020

(36-205) (1051}
A37CP 16-360
A37AP 161-400

164360

EURO
NORM

A 283/ Fe410/B-C-D | S5275)R | HotRolled
D275JR G7 275
A36 5275 JO 2and 3
A284/C-D
A 572/42
A753/65 | Fe430/B-C-D | S355JR | HotRolled

$365 JR G2 355
5365 10 2and3
A573/70 | Fe 510/B-C-DD

A 285/C

A55/427

A414/C
A515/55/65

A516/55/65

EURO
AFNOR SAE/AISI ASTM ISIRI

430-161 A414/D/E Fe E 265 Fe E 265
A 515/60-70

A 442-60

Pressure

Vessels 8 : Fe E 295 Fe E295

A414/F-G
A516-70
A 537-1

Ship building
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Standard

(17172) (G3132) (7070)
STE- 290 SPHT 1 Fe 360
STE- 320 SPHT2 Fe 360
STE- 360 SPHT3. Fe 410

Fe 430
STE- 335 SPHT4 Fes10

High Strength
Drawing

DIN 17100 Hot Rolled Products For General Stuctures

Chemical Mechanical Properties
Composition & .

Impact test
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DINEN 10111

Mat

Designation Nurmber

JISG3101-95 Hot Rolled Products For General Stractures

Chemlcal

Steel Grade

Material Specification For Hot Rolled Products For Cold Rolling

Chernlcal Tensile Properties

Composition Minimum Elongati

Describition
of
Manufacturer

Validity




DIN 1016 Permissible Devitation in thickness For Nominal Width

Permissible Devitation in thickness For Nominal Width

B«<t<10

10<t<125
A2.5<t<15
15<t<17

DIN 1016

Nominal Width

600 <W < 1200
1200 <W < 1500 20

DIN 1016 Permissible Deviation From Nominal Width

Nominal Width Permissible Positive Deviation From Nominal Width For

600 <W < 2000
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